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CONSTRUCTION

C2187
30kVDC / SILICONE DIELECTRIC / 3 CONDUCTOR SHIELDED

TECHNICAL INFORMATION
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3 X #20 AWG (10/#30 AWG) TIN PLATED COPPER
SILICONE RUBBER TO Ø0.186 INCH

A.

FILLER MATERIALB.

SEMICON TAPE, 0.005 WALL, HALF LAPPEDC.

SHIELD, #34 AWG TIN COPPER, 85% COVERAGED.

JACKET, BLACK TPR, 0.050 WALLE.

Inches

cm

Inches

cm

Material °F

Diameter (in) 0.186 °C

Diameter (cm) 0.470 °F

Construction °C

AWG Equiv lb/ft

Coverage % kG/m

Semicon

0.134

Jacket Material TPRtape

Dielectric Insulation

Silicone
Min Ambient Temp

-60

-51

Max Conductor Temp
220

Shield

#34 TC Braid 104

#13
Weight

0.090

85%

Insulation Silicone
Min Bend Radius

3.00

Semicon Diameter N/A 7.62

AWG #20 Impedance ohms 55

Strands 10/30 TC Capacitance pF/ft 33

Voltage kV (DC) 30 Voltage kV (AC) 10

Number of Conductors 3 Outside Diameter
0.400

1.016
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